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Casings for recorders - universal
Pulsar ®

AWO445
CASING DVR/SMALL
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DESTINATION 
enclosure

enclosure

ACCESORIES:
- AWO 445BR bracket for mounting the casing
- ARAW45 Fan with temperature sensor 

            The  construction is compliant with the requirements of the General Data Protection Regulation (GDPR), as personal 
data must be protected and stored securely.
The  protects the recorder against unauthorized access or theft (two keys included).  Made of 1 mm steel plate. The set 
includes two keys (different code) for each lock and a tamper switch indicating enclosure opening or unwanted removal of the 
enclosure from the wall.

45°C

TECHNICAL DATA

External dimensions of the enclosure: W=400, H+H =100+20, D=305 [+/- 2mm] 3

External dimensions of the front panel: W =405, H =110 [+/- 2mm]1 1

Dimensions of recorder space:  W =355, H =90 D =235 [+/- 2mm]2 2 2

Weight net/gross:       3,60kg / 3,85kg  [+/-0,1kg]

Operating environment: class II, -10°C÷ 40°C

Material description: sheet steel DC01, thickness: 1,0mm, protection anticorrosion, color: RAL 9003

Destination: indoor

Tamper protection: 1 x microswitch: opening, 0,5A@50V/DC max.

Closing:  lockable x 2 pcs

Notes: distance from the wall 20mm, optional mounting of the ARAW45*

Declaration, warranty: CE,  2 year from the production date
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